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Air Compressor・Air Tools

Air Compressor (Engine)

Air Tools

Air Compressor (Electric)

PDS185S PDS655S

■Specifications
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Type
Free Air Delivery m3/min
Rated Operating Pressure
　　kg/cm2 (PSIG)(kPa)
Receiver Tank Capacity
　　m3 (US gal)

Air Outlets

Rated Output ps (kW)/rpm
Fuel Tank Capacity
　　Liters (US gal)
Overall Length (mm)
Overall Width (mm)
Overall Height (mm)
Weight (kg) DRY 
Weight (kg) Wet 

PDS185S-6C2

5.0

7(100)(690)

0.02(5.3)

20A(3/4")×
2pcs

49.5(36.4)/3,000

90(23.8)

2,960
1,650
1,430
860
960

PDS390S-4B1

11.0

7.1(102)(700)

0.098(25.9)

50A(2")×1pcs,
20A(3/4")×4pcs
110(80.9)/2,400

180(47.6)

3,810
1,800
1,780
1,825
2,040

Rotary Twin Screw, Single-Stage, Oil-cooled
PDS390S-4B1F

8.9

10.5(150)(1,030)

0.098(25.9)

50A(2")×1pcs,
20A(3/4")×4pcs
110(80.9)/2,400

180(47.6)

3,810
1,800
1,780
1,825
2,040

PDS655S-4B2(Dry)

18.5

7.1(102)(700)

0.189(50)

50A(2")×1pcs,
20A(3/4")×2pcs, 10A×1pcs
160(118)/2,500

270(71.3)

3,650
1,685
2,070
2,885
3,225

PDS265S-5B1

7.5

7(100)(686)

0.074(20)

50A(2")×1pccs,
20A(3/4")×4pcs
58.8(80)/2,500

120(31)

2,000
1,280
1,240
1,075
1,220

PDS-655S

18.5

7.1(102)(703)

0.35(92.4)

50A(2")×1pccs,
20A(3/4")×3pcs
160(118)/2,500

270(71.3)

3,800
1,635
2,070
3,150
3,460

PDSF830S

23.50

10.5(149)(1,030)

0.248(65.7)

50A(2")×2pcs,
20A(3/4")×1pcs
280(206)/2,200

400(105.7)

4,000
1,900
2,150
4,100
4,600

Model

TCA-7 TCB-200AA-3B

Model
Item
Weight (kg)
Length (mm)
Air consumpition (m3/min)
Piston Strok (mm)
Blow per minute (bpm)

TCB-300

30
610
1.6
180
950

Concrete Breaker
TCB-200

21.2
546
1.5
166
1,050

TCA-7
Pick Hammer

7.2
465
1
120
1,250

AA-3B
Chipping Hammer

5.8
295
0.5
79
2,400

■Specifications

※Rental item : Air Hose & Chisel

Make  
Model  
Dimension L×W×H (mm)  
Rated Output HP (kw)  
Rated Operating Pressure Working kg/cm2 (PSI)  
Rated Operating Pressure Max. kg/cm2 (PSI)  
Weight (kg)  
Free Air Delivery CFM  
Power Source

PUMA
PK50160

1550×580×1060
5 (3.75)
8 (115)
10 (142)
199
26.5

3 Phase - 380V

PUMA
PK75250

1610×700×1150
7.5 (5.6)
8 (115)
10 (142)
301
39.5

3 Phase - 380V

■Specifications

PK50160 PK75250
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