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Nishio Tellastar Series
(Electric)

Stand Light ・ LED Smart Pole Light

LED Stick Light

Balloon Light (Electric)

Mini Tellastar (Electric)
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Make
Model
Bulb Capacity (W×bulbs)
Bulb Configuration
Lighting Area (m2)

Dimension 

Max. Height (mm)
Voltage
Weight (kg)
Balliin diameter (mm)
Utmost endurance for wind (m/s)

NISHIO
NLA850A
575×1
Ark
1,500
900
2,300
3,000
220 V
50
850
16

NLA1350A
1,200×1
Ark
1,900
900
2,300
3,000

50
1,350
16

HATAYA
MLB400K
400×1

Metal Halide
300
1,065
2,070
2,720

16.5
430×480
16

Width (mm)
Max. Height (mm)

Make

Model

Bulb Capacity (W × Bulbs)
Bulb Configuration

Dimension

Weight (kg)

NSL280
(Rain Proof Type)

20×8
Fluorescent 
350
350
1,020
18

NSP1301

135
LED
430
530
1,700
15

NISHIO

Length (mm)
Width (mm)
Height (mm)

Make
Model
Dimension (mm)
Weight (kg)
Voltage (V)
Bulb Capacity (W)
Bulb Configuration
Bulb Output (Lumens)
Light Angle (°)
Cable (m)

NISHIO
LSL-20-01
φ51×1,200

1.4
AC200
21 (±1W)
LED
2,200
280
5

Make
Model
Bulb Capacity (W×bulbs)
Bulb Configuration
Bulb Output (Lumens)

Dimension 

Max. Height (mm)     A
Electric
Weight (kg)

NH373T
400×2
Mercury
20,500×2
830
415
1,566
2,466
AC220V
29.6

NISHIO
NL105W
105×2
LED

13,200×2
820
550
1,400
2,250
AC220V
10

NISHIO

Length (mm)
Width (mm)
Height (mm)
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■Specifications

Max. link 20units (124m)
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■Specifications

Rain Proof Type
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